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FX 50 H/A

Max. output power 4,5 kVA
single-phase

Description • Portable power generator
• Petrol engine 3000 rpm

• 5,3 lt fuel tank

Standard Features • 2 x 16 A - 230 V single-phase CEE sockets
• Starting battery
• Voltmeter
• Low oil level shutdown device

• Earth Leakage Circuit Breaker
• Fitted for AMF-ATS or Remote control operation
• Central lifting eye
• Automatic voltage regulator (AVR)

Petrol Engine
3000 rpm

• Type: Honda GX270- 1 cyl. - 8,2 HP (6,1 kWm) 
- 270 cm3

• Cooling system: air

• Starting system: electric
• Fuel tank capacity: 5,3 lt
• Fuel consumption @ 75%: 2,2 lt/h

Other features • Insulation Class: H
• Ambient temperature: 40 °C (*)
• Altitude: 1000 mt (*)

• Mechanical Protection: IP 23
• Dimensions (L x W x H): 725 x 515 x 585 mm
• Dry weight: 78 kg

Noise level • Lwa 99 (74 dB a 7 mt)

AC generator - 50Hz • Type: synchronous
• Single-phase power (max.): 4,5 kVA - 230 V

• Power Factor: cos ф 0,8

Accessories on request • AMF/ATS panel for auto start operation
• Trolley: two wheels and handles

• Remote control


