
ENGINES / AMD 186

The diesel engines with horizontal shaft included in the AMD 186 line have the torque characteristics needed
for heavy duty applications such as agricultural machinery, construction equipment, generators, and irrigation
and sprayer pumps.

MODEL AMD 186

ENGINE TYPE I.D. single cylinder diesel engine, Horizontal shaft,
Air-cooled

POWER (Hp/Kw) 10 / 7.4

DISPLACEMENT (cc) 406

RPM 3600

BORE/STROKE RATIO (mm) 86x70

COMPRESSION RATIO 19:1

STARTING Recoil start / Electric (optional)

FUEL TYPE Diesel

FUEL TANK CAPACITY (litres) 5.5

OIL SAE 15W 40 SF Multi-grade

OIL PAN CAPACITY (litres) 1.65

AIR FILTER Oil bath / Dry

OVERALL DIMENSIONS (mm) 417 x 470 x 494

DRY WEIGHT (Kg) 48

  



AVAILABLE VARIANTS

AMDE 186 F7 Albero Conico x Generatore Elettrico Ø 22,16 mm, Avv. Elettrico

AMDE 186 OF5 Albero Conico Ø 23,00 mm, filtro bagno olio, Avv. Elettrico

AMDE 186 F4 Albero Cilindrico Ø 25,4 mm, filtro secco, Avv. Elettrico

AMDE 186 F2 Albero Cilindrico Ø 25,00 mm, filtro secco, Avv. Elettrico

AMD 186 OF5 Albero Conico Ø 23,00 mm, conicità 1:5, filtro bagno olio

AMD 186 F4 Albero Cilindrico Ø 25,4 mm, filtro secco

AMD 186 F2 Albero Cilindrico Ø 25,00 mm, filtro secco

http://www.axo-group.com/en/products/engines/amd-186.php
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