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SYNCRHONOUS GENERATOR
SINGLE BEARING MJB 315 B2

M00AV414BW
Rev

SHEET:

OF:

DIMENSIONS WITHOUT TOLERANCES 
PRECISION DEGREE: (TN F 3661)   

SCALE: 1:1

DIMENSION: mm ATEX APPR'D:

IND. ENG. CHK'D:

SURFACE TREATMENT:

HEAT TREATMENT:ECO:

JOB:

MAT:

RAW MAT.CODE:

WEIGHT
(kg):

n/a
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COUPLINGS

COUPLING
SAE J620

FLANGE
SAE J617

3 2 1 1/2 0
11.5 X X
14 X X X
16 X X
18 X

DIMENSION
FLANGE COUPLING

SAE
J617

N P M T Z a
SAE
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PA MA Y b WA TB

 0
-0.13 N° O N° O

3 409.58 451 428.62 5 12 11.5 30°
2 447.68 490 466.72 5 12 11.5 30° 11.5 352.42 333.4 8 11 45° 39.6 12
1 511.18 552 530.22 6 12 11.5 30° 14 466.72 438.2 8 14 45° 25.4 12
1/2 584.20 648 619.20 6 12 14 30° 16 517.52 489.0 8 14 45° 15.7 15
0 647.70 711 679.50 6 16 14 22.5° 18 571.50 542.9 6 18 60° 15.7 15

1)

SAE 1-SAE 2-SAE 3

DIMENSIONS IN mm CHANGES RESERVEDG = CENTER OF GRAVITY
CABLE OULET TO THE RIGHT OR TO THE LEFT

1)  PMG OPTIONAL
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